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SOUTHWEST CORNER CONSTRUCTION DETAILS EXCALIBER

A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH RELOCATED LED COUNTDOWN PEDESTRIAN SIGNAL HEAD,
APS PUSHBUTTON AND SIGN (ORIENT PARALLEL TO CROSSWALK). NOTE: INSTALL 1-2 IN. CONDUIT BEND /
IN POLE BASE. REFER TO STANDARD MD 801.01-01 FOR FOUNDATION DETAILS. TOP OF FOUNDATION SHALL X
BE INSTALLED FLUSH WITH SIDEWALK. oA

APS CENTRAL CONTROL UNIT. NOTE: INSTALL 2-2 IN. & 2-4 IN. CONDUIT BENDS IN CABINET BASE. CABINET
FOUNDATION SHALL BE INSTALLED FLUSH WITH SIDEWALK.

C. INSTALL 27 FT. MAST ARM POLE WITH A 38 FT. MAST ARM, LED SIGNAL HEAD, RELOCATED LED SIGNAL HEADS.,
VIDEQO DETECTION CAMERA AND SIGN. NOTE: INSTALL 1-3 IN. CONDUIT BEND IN POLE BASE. TOP OF FOUNDATION
SHALL BE INSTALLED FLUSH WITH SIDEWALK.

D. INSTALL 27 FT. (CUT TO 23 FT.) MAST ARM POLE WITH TWIN 60 FT./50 FT. MAST ARMS, LED SIGNAL HEADS, VIDEO
DETECTION CAMERAS, SIGNS, RELOCATED SIGN, RELOCATED LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, APS PUSHBUTTON
AND SIGN (ORIENT PARALLEL TO CROSSWALK). RELOCATED LED SIGNAL HEADS, ELECTRICAL SERVICE EQUIPMENT AND
WEATHERHEAD. NOTE: INSTALL 1-3 IN. & 1-2 IN. CONDUIT BENDS IN POLE BASE. CLEAN., CUT, GALVANIZED & CAP
MAST ARM POLE. TOP OF FOUNDATION SHALL BE INSTALLED FLUSH WITH SIDEWALK.

L.

E. USE EXISTING UTILITY POLE. OVERHEAD INTERCONNECT CABLE SHALL BE REPLACED TO THE TRAFFIC SIGNAL AT 136TH
TO THE NORTH (1350 FT.). 50 FT. OF SLACK SHALL BE COILED AT HANDHOLES AT 136TH STREET INTERSECTION TO

ACCOMODATE MODIFICATIONS AT THESE INTERSECTIONS IN FUTURE PHASES QOF WORK. M
N
GEOMETRIC LEGEND F. USE EXISTING SIGNAL POLE. INSTALL LED SIGNAL HEAD, CABLES, VIDED DETECTION
————————— EXISTING CAMERA. APS PUSHBUTTON AND SIGN (ORIENT PARALLEL TO CROSSWALK). REMOVE 0
PROPOSED EXISTING VIDEO DETECTION CAMERA. PUSHBUTTON AND SIGN. PLUG UNUSED HOLES.
UTILITY LEGEND G. RELOCATED OVERHEAD POWER FEED FROM POLE #62495 95753 BY UTILITY COMPANY. P
5D 5D R
o6 — oas i m H. INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT - BORED.
s SEuER MAIN I. INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.
E E ELECTRIC CABLES Q.
e SERIT EASLES 1L INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED.
1T [ELEPHONE CABLES|K, INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED, STUB AT UTILITY POLE.

13341S QAEEL

INSTALL 2 INCH SCHEDULE 80
PVC CONDUIT — TRENCHED.

. INSTALL ELECTRICAL HANDHOLE.
- USE EXISTING CONDUIT.

. REMOVE EXISTING HANDHOLE.
. REMOVE EXISTING PEDESTAL POLE AND
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BB.INSTALL 3 INCH RIGID PVC CONDUIT RISER AND
3 INCH WEATHERHEAD ON EXISTING UTILITY POLE
FOR INTERCONNECT CABLE. OVERHEAD INTERCONNECT
CABLE SHALL BE REPLACED TO THE TRAFFIC SIGNAL
AT 130TH STREET TO THE SOUTH (1350 FT.)

CC.REMOVE EXISTING MAST ARM POLE AND EQUIPMENT.
REMOVE FOUNDATION BELOW GRADE AND MAKE FLUSH
WITH SIDEWALK. RELOCATE LED PEDESTRIAN SIGNAL
HEAD AND LED SIGNAL HEADS.

MENT. REMOVE FOUNDATION BELOW GRADE AND MAKE FLUSH WITH SIDEWALK.

218" |T. INSTALL 12 INCH WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE.
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AERIAL CABLE DETAIL |r. REMOVE EXISTING CABINET AND EQUIP
T GPOONDARY 2720
ﬂ“ SECONDARY 26" 4 S. REMOVE EXISTING PAVEMENT MARKING LINE.
- TELEPHONE 22' 10"
GUY
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. RELOCATE PARKING BLOCK.

. ADJUST WATER VALVE TO FINAL SIDEWALK GRADE. WORK SHALL BE PAID
UNDER ITEM 8005 ADJUST HANDHOLE TO GRADE.

Z. REMOVE EXISTING HANDHOLE. INSTALL ELECTRICAL HANDHOLE IN EXISTING
LOCATION. INTERCEPT CONDUIT FEEDING MAST ARM POLE. ADJUST LOCATION
TO AVOID IMPACTING PROPOSED DETECTABLE WARNING SURFACE.

AA.INSTALL 24 INCH WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC

. RELOCATED FIRE HYDRANT BY TOWN OF OCEAN CITY FORCES. CONTACT
BILL BRATTEN AT OCEAN CITY DPW 410-524-4733 TO COORDINATE RELOCATION.

. REINSTALL PROPERTY CORNER MARKER FOR PROPERTY OWNER IN SW
CORNER OF INTERSECTION.

. PROPOSED VIDEO DETECTION ZONE 1 FT. BEHIND STOP LINE.
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 528 (COASTAL HWY.) AT [33RD ST.
OCEAN CITY, MARYLAND

EQUIPMENT. REMOVE FOUNDATION BELOW RK§K
GRADE AND MAKE FLUSH WITH SIDEWALK.

RELOCATE LED PEDESTRIAN SIGNAL HEAD.

REMOVE EXISTING MAST ARM POLE AND
EQUIPMENT. REMOVE FOUNDATION BELOW
GRADE AND MAKE FLUSH WITH SIDEWALK.

RELOCATE LED SIGNAL HEADS.

PAVEMENT MARKING LINE.
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